
APPLICATIONS & FEATURES
The MC-500 allows moisture detections in wood down to a depth of approximately 40 mm. It is designed for quick-response 
detection of moisture content in wood and building materials as well as locating wet areas in floors, roofs and walls made of homo-
geneous material. 

It is even able to detect moisture behind ceramic tiles or behind and under various floor or wall coverings. Simply place device on 
top of the surface to be examined – no injection into the object required!

MC-500 can be used for: 
Detection of moisture in wood and other building materials 
Detection of leakage 
Finding electrical cables and reinforcement bars  

Features:
Pin-less & non-destructive: Capacitance measurement using a high frequency dielec-
tric field 
Used on different materials such as wood, concrete, cement wash floor, brick, plaster, 
gypsum board, clinker and clay floor tiles, sandstone, marble, etc. 
Quickly indicates the moisture content of materials 
Moisture detection down to a depth of Approximate.. 40 mm 
Low battery indication 
Impact resistant ABS housing 
Complete with 9 V battery 

 TECHNICAL SPECIFICATION MC-500

Measuring range: 0 – 30 % moisture content

Field penetration depth: 30-40 mm Depending om material density

Working conditions, temp / RH: 0 to +50° C / 0 to 80 % (non condensing)

Storage temperature: -20 to +70°C

Display: 3 ½- digit, 13 mm high LCD-display

Resolution: 0,1%

Power supply: 9 V alkali battery (type IEC 6F22)

Power consumption: 5 mA

Low battery warning: Automatic warning “BAT” if battery is low.

Housing material: Impact resistant ABS housing

Dimensions: 106 x 67 x 30 mm

Weight approximate.: 150 g. incl. battery

Warranty: 1 year

The MC-500 is delivered with battery ready to use.
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Алматы   (7273)495-231   
Ангарск   (3955)60-70-56 
Архангельск (8182)63-90-72  
Астрахань   (8512)99-46-04   
Барнаул   (3852)73-04-60   
Белгород   (4722)40-23-64 
Благовещенск (4162)22-76-07 
Брянск   (4832)59-03-52   
Владивосток   (423)249-28-31 
Владикавказ (8672)28-90-48 
Владимир (4922) 49-43-18   
Волгоград   (844)278-03-48   
Вологда   (8172)26-41-59   
Воронеж   (473)204-51-73   
Екатеринбург   (343)384-55-89  

Ижевск   (3412)26-03-58 
Иваново   (4932)77-34-06  
Иркутск (395)279-98-46 
Казань   (843)206-01-48   
Калининград   (4012)72-03-81  
Калуга   (4842)92-23-67   
Кемерово   (3842)65-04-62   
Киров   (8332)68-02-04 
Коломна (4966)23-41-49 
Кострома (4942)77-07-48   
Краснодар   (861)203-40-90   
Красноярск   (391)204-63-61  
Курск   (4712)77-13-04 
Курган (3522)50-90-47   
Липецк   (4742)52-20-81 

Магнитогорск   (3519)55-03-13   
Москва   (495)268-04-70   
Мурманск   (8152)59-64-93   
Набережные Челны  (8552)20-53-41  
Нижний Новгород  (831)429-08-12   
Новокузнецк  (3843)20-46-81 
Ноябрьск (3496)41-32-12   
Новосибирск   (383)227-86-73   
Омск   (3812)21-46-40   
Орел   (4862)44-53-42   
Оренбург   (3532)37-68-04   
Пенза   (8412)22-31-16 
Петрозаводск (8142)55-98-37 
Псков (8112)59-10-37 
Пермь   (342)205-81-47 

Ростов-на-Дону   (863)308-18-15   
Рязань   (4912)46-61-64   
Самара  (846)206-03-16 
Саранск (8342)22-96-24   
Санкт-Петербург   (812)309-46-40  
Саратов   (845)249-38-78   
Севастополь   (8692)22-31-93   
Симферополь   (3652)67-13-56   
Смоленск   (4812)29-41-54   
Сочи   (862)225-72-31   
Ставрополь   (8652)20-65-13 
Сыктывкар (8212)25-95-17 
Сургут   (3462)77-98-35 
Тамбов (4752)50-40-97  
Тверь   (4822)63-31-35 

Тольяти (8482)63-91-07   
Томск   (3822)98-41-53   
Тула   (4872)33-79-87   
Тюмень   (3452)66-21-18 
Улан-Удэ (3012)59-97-51   
Ульяновск   (8422)24-23-59  
Уфа   (347)229-48-12   
Хабаровск   (4212)92-98-04 
Чебоксары (8352)28-53-07   
Челябинск   (351)202-03-61  
Череповец   (8202)49-02-64 
Чита (3022)38-34-83 
Якутск (4112)23-90-97   
Ярославль   (4852)69-52-93  

Киргизия  (996)312-96-26-47 Россия   (495)268-04-70 Казахстан  (772)734-952-31 

https://exotek.nt-rt.ru || eox@nt-rt.ru

Индикатор влажности древесины и 
строительных материалов МС-500
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